HVAC

Clear Vinyl Tubing Braided PVC Tubing
* Flexible, transparent, lightweight and durable + The braided design helps reinforce the strength
- Excellent use for condensate drainage of the hose
* Flexible, transparent, lightweight, durable and

non-toxic

PART
NOMBLE ‘ DESCRIPTION
12401 1/4" 1.D. 3/8" 0.D. x 100'
12402 | 3/8"I.D. 1/2" O.D. x 100
12403 | 1/2'1.D.5/8" O.D. x 100 BRE
12404 | 5/8'1.D. 3/4" O.D. x 100’ NUMBER ‘ e
12405 | 3/4"1.D. 7/8" O.D. x 100 12408 3/8" 1.D. x 50
12406 7/8'1.D. 1" O.D. x 50 12410 5/8" 1.D. x 50

N/M Fittings Conduit Whips

* UL Listed
» Cable consists of insulated conductors inserted into a non-metallic conduit with PVC connectors
* Be designed for reliable use as a connection between air conditioning unit and electrical power source

NOMBER ‘ DESCRIPTION
15802 1/2" x 6' 10GA
15803 3/4" x 4' 8GA w/Ground
15804 3/4" x 6' 8GA w/Ground

Water Proof Shoe Covers

+ Dark blue, disposable

* Box packaged

+ Anti-skid

* Resist the dirt, mud, scuffs & scratches
 Box of 40 pairs

PART
NUMBER

H-6 Lynwood, CA (310) 537-7782 8/1/23
Curtis Bay, MD (410) 360-5010



